
Suchy czujnik ceramiczny

Zakresy od 25 mbar do 60 bar

Dokładność ≤ 0.2%

Wysoka odporność na przeciążenia

2 programowalne wyjścia przekaźnikowe

Wyjścia analogowe 0(4)...20 mA lub 0...10V

 

 

            Dane techniczne:

 

Zakresy pomiarowe: 

   rozdzielczość 12-bit

Wyświetlacz: LED; 0...+/-1999; 14mm

Wyjście analogowe: 

 przełączane, rozdzielczość 12-bit, 

 0...10 V, maks. 5 mA 

Wyjście przekaźnikowe:  

     styk bezpotencjałowy

Moc łączeniowa:  

    125V DC, maks.100 W   

    maks. prąd łączeniowy 2 A

Dokładność: ≤ ± 0,2% FS @ 25°C  

Zasilanie: 

Temperatura otoczenia: 

Temperatura cieczy: 

Błąd temperaturowy:  ≤ ± 0,02% FS/K 

Obudowa:   

koloru szarego, RAL 7035

Czujnik : 

 

 

Przetwornik różnicy ciśnienia PDM 80-2
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0..25 mbar do 0...60 bar

0(4)...20 mA, maks. 500 

2 przekaźniki, 

19...30V DC 

0...60 °C 

-40...100 °C (125 °C < 0,5h) 

ABS, 100x100x58, IP 65,

ceramiczny  AL 02 3

250V AC, maks. 500 VA 



      
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Electrical connections         

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

Output signal 
1   0...10 V 
5   0(4)...20 mA 

 
Range 
See table on the left 
99 Special range 

  Process connection and material 
  0   2 x G Ľ female, 1.4404 
  9   other (on request) 
 

Sensor seal 
1   FPM (Viton) Standard 
2   NBR (Nitril) 
3   EPDM 
4   Fluor-Silicon 
5   Kalrez 
9   other (on request) 
 

Relays 
0   no relay  
1   1 relay 
2   2 relays 

PDM 80 2 

Input 
2   2 inputs 

Ranges                          Ordering type         

Dimensions   (mm)                     

range Code overload (bar) 
0...25   mbar* A7       - 0,3 / 4 
0...40   mbar* A8       - 0,3 / 4 
0...60   mbar* A9       - 0,3 / 4 
0...100 mbar 00       - 0,3 / 4 
0...160 mbar 01       - 0,6 / 5 
0...200 mbar B1          - 1 / 6 
0...250 mbar 02          - 1 / 6 
0...0,4  bar 03          - 1 / 6 
0...0,6  bar 04        - 1 / 10 
0...1     bar 05        - 1 / 10 
0...1,6  bar 06        - 1 / 18 
0...2     bar B3        - 1 / 18 
0...2,5  bar 07        - 1 / 18 
0...4     bar 08        - 1 / 25 
0...6     bar 09        - 1 / 40 
0...10   bar 10        - 1 / 40 
0...16   bar 11        - 1 / 40 
0...20   bar B5        - 1 / 40 
0...25   bar 12        - 1 / 40 
0...40   bar 13        - 1 / 60 
0...60   bar 14      - 1 / 100 
 

* Global error 0,5% F.S. 

1  + 24 V 
2  - 
3  PE 
4  + Output 0(4)…20 mA / 0…10 V 
5   
6  
7  
8  
9  
  
 

Supply voltage 19...30V DC 

10 

Relay output S 1 

 
 
Relay output S 2 

 Modifications reserved without notice, 02.10 
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