
 
 
  
 
 
 

Suchy czujnik ceramiczny

Zakresy od 250 mbar do 250 bar

Dokładność: ≤ 0,5 %

Kompaktowa i wytrzymała konstrukcja

Wiele typów przyłączy procesowych

Wiele typów złączy elektrycznych

Wyjścia analogowe: 4 … 20 mA, 2-przewodowe

 0.5…4.5 V, 0…5 V, 0...10 V, 3-przewodowe 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

            Dane techniczne:
 

Zakresy pomiarowe: 0 ... 250 mbar do 0 … 250 bar

    -1…0 bar  do -1…25 bar 

Sygnał wyjściowy:

0 … 5 V, 0...10V, 3-przewodowe

Dokładność: ≤ ± 0,5% FS @ 25°C 

Czas odpowiedzi:

(inne na żądanie)

Zasilanie:

    5V DC, 0.5…4.5 V 

    15...30V DC, 10V 

Temperatura otoczenia:  

Temperatura procesu:  

Błąd temperaturowy: ≤ ± 0.03% FS/K (zero) 

≤ ± 0.02% FS/K (span) 

Stabilność długoterminowa:≤ ± 0.5% FS (1 rok) 

Przyłącze: stal nierdzewna 1.4404 (316L)

Czujnik: ceramiczny AL2O3

Złącze:

Quickon IP 67

złącze M12x1, IP 67

podłączenie kablowe, IP67

Przetwornik ciśnienia P 10
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 4 … 20 mA, 2-przewodowe

200 ms 

9.….30V DC, 20 mA/5 V 

-25...80 °C  

-25...100 °C

złącze EN 175301-803A, IP67



 
 
 
 

Electrical connection 
0   5m cable connection, IP 67 
1   Connector EN 175301-803A IP 67 
6   2m cable connection, IP 67 
A   Connector M12x1, IP 67 
F   Quickon-Connector, IP 67 
H   10m cable connection, IP 67 
9   others (on request) 

 
 

Option model 
0     wthout pottet electronic  
1  pottet electronic  
 

 P10 

Output signal 
1   0...10 V 3-wire 
4   4...20 mA 2-wire 
8   0...5 V 3-wire 
A   0.5...4.5 V 3-wire, ratio-metric 

Ranges 
Measurement range-see table  
99 non-standard range (on request) 

  Prozessconnect and Material 
  D G 1/4 A    DIN 3852  1.4404 
  DN 1/4-18 NPT  1.4404 
     2 1/2-14 NPT  1.4404 
  3 G 1/2  B    DIN 16288  1.4404   
    G G 1/2  A  u. 11.6 mm bore hohle  1.4404
  9 others (on request) 

 
Sensor seal 
1   FPM (Viton) Standard 
2   NBR (Nitril) 
3   EPDM-Kautschuk 
5   Chemraz 505 
9   others (on request) 
 

Range Gauge Overload (bar) 
-1...0     bar (*) D4               4 
-1...0.6  bar D5               4 
-1...1     bar D6               4 
-1...1.5  bar D7               4 
-1...3     bar D8             10 
-1...5     bar D9             10 
-1...9     bar E1             40 
-1...15   bar E2             40 
-1...19   bar E3             40 
0...250  mbar (*) 02               1 
0...400  mbar  03               1 
0...500  mbar B7               2 
0...600  mbar 04               2 
0...1      bar 05               4 
0...1.6   bar 06               4 
0...2      bar B3               4    
0...2.5   bar 07             10 
0...4      bar 08             10 
0...5      bar F1             10 
0...6      bar 09             20 
0...10    bar 10             40 
0...16    bar 11             40 
0...20    bar B5             40 
0...25    bar 12           100 
0...40    bar 13           100 
0...50    bar F3           100 
0...60    bar 14           200 
0…100 bar 15           200 
0…160 bar 16           400 
0…200 bar F5           400 
0…250 bar 17           600 
(*) accuracy 1%    Absolute pressure on request 
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Ranges                          Ordering code         

Dimensions    (mm)                               

Electrical connections         

  Modifications reserved without notice 11.11 
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0...10V 3-wires 
 

PIN1     in + 
PIN3     in – 
PIN4     out + 

 

 

4...20 mA 2-wires 
 

PIN1     Signal + 
PIN2     Signal – 
 

Connector 
EN 175301-803A 

    1 
 

 

3       
  

 

     2 

 
0...10V 3-wires 
 

PIN1     in + 
PIN2     in – 
PIN3     out + 

 

 

4...20 mA 2-wires 
 

PIN1     Signal + 
PIN2     Signal – 
 

 

 

 

4...20 mA 2-wires 
 

red  Signal + 
black Signal – 
 

Quickon-Connector 
    
Cable connection 

0...10V 3-wires 
 

PIN1     in + 
PIN2     in – 
PIN3     out + 
 

M12x1, 4-pin Connector 

 
4...20 mA 2-wires 
 

PIN1     Signal + 
PIN3     Signal – 
 

0...10V 3-wires 
 

red               in + 
black            in – 
white            out + 
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