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  Przyłącze G ½ z suchym i mokrym 

pojemnościowym czujnikiem ceramicznym

Zakres od 60 mbar do 20 bar

Wysoka odporność na przeciążenia, do 100 razy

Dokładność  ≤ 0,3%

Opcjonalne: temperatura otoczenia / cieczy

 do 120°C

Wyjście analogowe: 4..20 mA, 2-przewodowe

         I M2 EEx ia I (≥ 100 mbar)

II 1G EEx ia IIC T4/T6 (≥ 100 mbar) 
  
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

            Dane techniczne:
 

Zakresy pomiarowe:   

Sygnał wyjściowy:  

Dokładność: ≤ ± 0,3% FS ≥ 100mbar @ 25°C 

Czas odpowiedzi: 200 ms (inne na żądanie)

Zasilanie:

12...30V wersja Ex  

Temperatura otoczenia: 

    -20…80 °C EEx ia IIC T4 

    -20…50 °C EEx ia IIC T6 

Temperatura procesu: 

    -20…80 °C EEx ia IIC T4 

    -20…50 °C EEx ia IIC T6 

Błąd temperaturowy: ≤ ± 0,02% FS/K (zero) 

≤ ± 0,01% FS/K (span) 

Stabilność długoterminowa: ≤ ± 0,3% FS p. a. 

Przyłącze: stal nierdzewna 1.4404

Obudowa:  

Czujnik: ceramiczny AL O2 3

Złącze:

złącze M12x1, IP 67

kabel PVC, IP67

0...60 mbar to 0...20 bar 

4 … 20 mA, 2-przewodowe

9.….30V DC, 20 mA

-25…80 °C (-25…120 °C) 

-25…100 °C (-25…125 °C) 

stal nierdzewna 1.4401

złącze EN 175301-803A, IP67
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Pressure range Gauge   
overload 

(bar) 
0…60  mbar / 0…6    kPa*

 (1)
A9 -0,3/4 

0...100 mbar / 0…10  kPa 00 -0,3/4 
0...160 mbar / 0…16  kPa 01 -0,3/4 
0...200 mbar / 0…20  kPa B1 -0,3/4 
0...250 mbar / 0…25  kPa 02 -0,3/4 
0...400 mbar / 0…40  kPa 03 -1/6 
0...500 mbar / 0…50  kPa B7 -1/6 
0...600 mbar / 0…60  kPa 04 -1/10 
0...1,0  bar / 0…100   kPa 05 -1/10 
0...1,6  bar / 0…160   kPa 06 -1/15 
0...2,0  bar / 0…200   kPa B3 -1/15 
0...2,5  bar / 0…250   kPa 07 -1/15 
0...4,0  bar / 0…400   kPa 08 -1/25 
0...5,0  bar / 0…500   kPa F1 -1/40 
0...6,0  bar / 0…600   kPa 09 -1/40 
0...10   bar / 0…1       MPa 10 -1/40 
0...16   bar / 0…1,6    MPa 11 -1/40 
0...20   bar / 0…2       MPa B5 -1/40 
-1...1    bar / -100…100 kPa D6 -1/10 

 

* accuracy 0,5% F.S.                
(1)

 not for EEx 

 
 

P20 

Options 
0     without potted electronic   
1  Potted electronic  

 

 

 

Output signal 
4   4...20 mA 2-wire 
H   4…20 mA 2-wire, -25…120 °C 
E   4...20 mA 2-wire, II 1G EEx ia IIC T4/T6 
M   4...20 mA 2- wire, I M2 EEx ia I 
 

Range 
See table on the left 
99 non standard range (on request) 

  Process connection and material 
  1 G1/2A  DIN 3852  1.4404 
  X Clamp 3/4“, DN 10…20, (on request) 
  9 others (on request) 

 
Sensor seal 
1   FPM (Viton), Standard 
2   NBR (Perbuan), max. 80 °C 
3   EPDM 
9   others (on request) 
 

Electrical connection 
0   5m cable, IP 67 
1   Connector EN 175301-803A IP 67 
6   2m cable IP 67 
A   Connector M12x1, IP 67 
H   10m Cable, IP 67 
R   25m Cable, IP67 
9   others (on request) 

 
 

      
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 

   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
  

Ranges                          Ordering code         

Dimensions   (mm)                    

Electrical connections         

                                                                                                                                                                     Modifications reserved without notice  11.14 
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                     EEx ia IIC T4/T6 are 20mm longer.  
 

0...10V 3-wires 
 

PIN1 (br)      in + 
PIN3 (b)       in – 
PIN4 (bl)      out + 

 

 

4...20 mA 2-wires 
 

PIN1     Signal + 
PIN2     Signal – 
 

Connector  
EN 175301-803A 

    1 
 

 

3       
  

 

     2 

 
0...10V 3-wires 
 

PIN1     in + 
PIN2     in – 
PIN3     out + 
 

 

 

 

4...20 mA 2-wires 
 

red  Signal + 
black Signal – 

 

 

Cable connection M12x1, 4-pin Connector 

 
4...20 mA 2-wires 
 

PIN1 (br)     Signal + 
PIN3 (b)      Signal – 

0...10V 3-wires 
 

red               in + 
black            in – 
white            out + 
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